CLIC Razor Tape

CLIC Razor Tape Concertina in galvanized or stainless steel
finish can be used where additional security is required.

Razor Tape is fabricated from a high tensile wire virtually
impossible to cut by standard tools.

Razor Tape designed to prevent intrusion along perimeter, can
be installed on top or bottom of chain link fence, on a wall
horizontally or vertically or even on ground to get quick crowd
control for emergency.

Razor Tape can also be installed on Pyramid shape to get
maximum security.

Standard Specification :

CLIC Razor Tape is available in Mobile Barrier System, which

can be used by Police, Military and Government Authorities to Specification : US MIL-B-52489
protect the properties, public & VIP's etc. Configuration : Medium Barbs

Coil dia : 950mm when extended
CLIC Razor Tape is available in diameter of 450mm, 700mm & Extended length : 15 MR approx.
950mm in short, medium and long barbs configuration. No. of Loops : 56 +/-1

Width of Barb ¢ 15 mm

Length of Barb : 22mm

Spacing between barbs : 35mm

Blade Thickness : 0.50mm
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General Trading & Contracting Co. K.S.C. (Closed)

P. O. Box 24387 Safat, 13104 Kuwait.

Tel: (965) 24748514 /24738742 Fax: (965) 24768994 / 24768165
Email: clic@clicq8.com - Web: www.clicg8.com
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